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Abstract    
A vast majority of mollusks grow a hard shell for protection. The structure of these shells comprises several levels of hi-

erarchy that increase their strength and their resistance to natural threats. This article focuses on nacreous shells, which are 
composed of two distinct layers. The outer layer is made of calcite, which is a hard but brittle material, and the inner layer is 
made of nacre, a tough and ductile material. The inner and outer layers are therefore made of materials with distinct structures 
and properties. In this article, we demonstrate that this system is optimum to defeat attacks from predators. A two-scale mod-
eling and optimization approach was used. At the macroscale, a two-layer finite element model of a seashell was developed to 
capture shell geometry. At the microscale, a representative volume element of the microstructure of nacre was used to model the 
elastic modulus of nacre as well as a multiaxial failure criterion, both expressed as function of microstructural parameters. 
Experiments were also performed on actual shells of red abalone to validate the results obtained from simulations and gain 
insight into the way the shell fails under sharp perforation. Both optimization and experimental results revealed that the shell 
displays optimum performance when two modes of failure coincide within the structure. Finally, guidelines for designing 
two-layer shells were proposed to improve the performance of engineered protective systems undergoing similar structural and 
loading conditions. 

Keywords: seashell, multiscale modeling, representative volume element, failure criterion, nacre, multiscale optimization 
Copyright © 2011, Jilin University. Published by Elsevier Limited and Science Press. All rights reserved. 
doi: 10.1016/S1672-6529(11)60041-3 

 

1  Introduction 

Seashells are hard biological structures that are 
believed to be optimally designed for protection against 
mechanical threats, and they are now considered as a 
potential source of inspiration for novel protective de-
vices[1]. Many gastropod and bivalve seashells use one 
or two nacreous shells, which are composed of two dis-
tinct materials: an outer layer made of prismatic calcite 
and an inner iridescent layer made of nacre. The calcitic 
layer is a hard but brittle material, while on the other 
hand, nacre is tough and is capable of relatively large 
inelastic deformation (up to 1-2% strain) prior to fail-
ure[2–4]. The combination of a harder layer on the outside 
with a tougher and more ductile layer on the inside is 
considered to provide an ideal protective structure[2,4]. 
When the outer surface of a seashell is exposed to a 
concentrated force in the normal direction, e.g., a 
predator’s bite, the hard ceramic layer can prevent per-
foration, while the inside layer can absorb mechanical 

energy that would otherwise be consumed towards more 
serious damage and catastrophic failure. In case of 
overloading, the brittle calcite layer may fail due to 
cracks propagating toward the mollusk soft tissue. Ex-
periments have demonstrated that the tough nacreous 
layer could delay and eventually arrest those cracks, 
thereby delaying the complete failure of the shell.  

To date, extensive research has been performed on 
the structure and properties of nacre and calcite but no 
study has investigated how these two materials operate 
together in the actual shell. In particular, while there is 
evidence that nacre is optimized for toughness and en-
ergy absorption, little is known about how the shell 
structure makes the most of its material constituents, i.e. 
calcite and nacre. The hierarchical structure of seashells 
as observed in a natural specimen is the result of a mul-
tiscale optimization process over millions of years of 
evolution, from which insights into the design of similar 
biomimetic protective structures can be gained. In this 
work, multiscale modeling and optimization are per-
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formed on the structure of a seashell to identify the 
benefits of its hierarchical structure to resist natural 
predators.  

The article is organized as follow. The macroscale 
finite element model of the shell is presented first. While 
the elasticity and failure criterion for the outside calcitic 
layer are straightforward (the material is linear elastic 
and brittle), the unique structure and failure mechanism 
of nacre requires special attention and is treated in the 
following sections. The macro-microscale model is then 
presented, followed by an optimization study on the key 
parameters. Finally, actual perforation experiments on 
shells are presented to validate the proposed model. 

2  Macroscale modeling of the shell 

At the macroscale, the shell was modeled with fi-
nite elements using the commercial package ANSYS 
(ANSYS, Inc., Canonsburg, PA). Since the actual shape 
of a shell can be quite complex, in this work a simplified 
geometry was used while retaining the following fea-
tures: (i) the shell is composed of two layers; it is curved 
and has a uniform thickness; (ii) its shape is approxi-
mated with a spherical cap; (iii) the edge of the shell is in 
full, frictionless contact with a rigid substrate (all points 
of the edge contribute to the load transfer to the ground). 
Based on these assumptions, an axisymmetric two-layer 
seashell model was generated (Fig. 1). In this model, the 
outer and inner layers represent respectively calcite and 
nacre, with their corresponding material properties. 

 

R

 
Fig. 1  Two-layer model for the mollusc shell. 

 
ANSYS Plane-42 element was used to mesh the 

model, which was refined at the region under the area in 
contact with the external loading to yield the accurate 
result. In Fig. 1, R is the radius of curvature of the shell 

(taken at the nacre/calcite interface), t is the thickness of 
the shell and  is the opening angle of the spherical cap. 
To model a sharp contact load, e.g., from a predator’s 
tooth, a pressure distribution representing Hertzian 
contact stresses was imposed on a small region at the 
apex of the shell[5,6]. The corresponding applied pressure 
is 
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where rp is the radius of contact load and r is the distance 
from an arbitrary point of the distributed load area to the 
symmetry axis of the shell. Pm is the average pressure 
within the contact region defined as 
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where PLoad is the total applied load transmitted by the 
contact. The rim of the shell was assumed to be simply 
supported and a symmetric boundary condition was 
imposed on the symmetric axis of the shell. 

The outer layer of the shell was modeled as calcite 
with a Young’s modulus of 100 GPa and Poisson’s ratio 
of 0.3[7]. Since calcite is brittle, its failure was predicted 
using the maximum principal stress criterion: failure 
occurred when the largest principal stress at any point of 
the calcite layer exceeded the tensile strength of calcite 
(100 MPa[7]). The inner layer of the shell is composed of 
nacre, with modulus and strength highly dependent on 
its more sophisticated microstructure. Therefore, in or-
der to predict the mechanical properties for nacre, a 
micromechanical model was developed and is presented 
in the following section. 
 
2.1  Microscale modeling of nacre 

Nacre has a well-defined brick and mortar micro-
structure[4] (Fig. 2a). The flat polygonal “bricks” or 
“tablets” are separated and bonded by soft organic ma-
terials (less than 5% in volume). In this paper, the in-
ter-lamella distance is termed “interface” and the in-
ter-tablet gap is referred as “junction” (Fig. 2b)[2]. The 
size and the aspect ratio of the tablets largely control the 
mechanical response of nacre, and interestingly these 
parameters can vary significantly from one seashell to 
another[8]. For example, in nacre from red abalone, the 
average tablet diameter and thickness are around 8 m 
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and 0.4 m, respectively[2], whereas in nacre of Pinctada 
(oyster) the tablets are around 4 m long and 0.5 m 
thick[8,9]. The thickness of the organic interface in sheet 
and columnar nacre is much smaller, between 20 and 30 
nm[2,10]. In columnar nacre, the tablets are arranged in 
columns and they are arranged in two distinct regions, 
namely, the “overlap” and the “core”, as defined in Ref. 
[2]. The “overlap” is the region where two adjacent 
tablets in two neighbouring layers overlap with each 
other (Fig. 2b). The remaining part of each tablet, which 
is not covered in the overlapping region, is referred to as 
the “core”[2]. Overlap region in columnar nacre spans 
about a third of the area of a tablet. Another type of nacre 
is sheet nacre, where the arrangement of the tablets from 
one layer to the next is random. Generally, columnar 
nacre is found in highly curved shells such as red aba-
lone, whereas sheet nacre occurs more in flatter shells 
like pearl oyster[11].  

 

 

 
Fig. 2  Microstructure of nacre: (a) scanning electron micrograph 
of a fractured surface of nacre; (b) schematic of tablet 
arrangement in nacre. 

 
In order to capture the structure-properties rela-

tionships, an appropriate micromechanics model is re-
quired to express the properties of nacre in terms of its 
microstructural geometry and material properties. Due 
to its assumed periodic microstructure, the Representa- 
tive Volume Element (RVE) shown in Fig. 3 is used here 
to model the mechanical behavior of nacre[9,12].  

 

 
Fig. 3  Schematic of the RVE used to predict the mechanical 
response of nacre. 
 

In the RVE, ti,, tt, tj, Lt and lo represent interface 
thickness, tablet thickness, junction thickness, tablet 
length and overlap length, respectively. To simplify the 
analysis while retaining the salient mechanisms of ma-
terial behavior, the following assumptions are made: 

(1) The model is assumed periodic along both di-
rections x and y, in terms of geometry, displacements 
and stress. Thus, the mechanical response of this RVE 
model is assumed to be representative of the behavior of 
the whole material[13].  

(2) Tablets have uniform thickness with rectangular 
cross section in the plane of tablets.  

(3) Tablets carry only axial stresses while interfaces 
only transfer shear stresses; thus, the applied stress is 
carried by shear and tensile elements in series.  

(4) Axial and shear stresses are assumed to be uni-
form across the thickness of the tablets and interface.  

(5) Plane stress distribution is considered in the 
calculations as tablets have finite dimensions and the 
soft organic interface has the effect of relaxing the con-
straints applied by the x-y and x-z tablet surfaces, which 
make those surfaces free surfaces. As a result, the 
Poisson’s ratio effect is neglected.  

Note that similar assumptions were made in a pre-
vious work on a similar model[9]. 

 
2.1.1  In-plane elastic modulus 

A mathematical model for the in-plane elastic 
modulus of nacre was first proposed by Kotha et al.[9]. 
The solution was obtained for fully overlapped nacre, 
and by neglecting the effect of junctions between two 
adjacent tablets of the same layer. Since the overlap 
region transfers axial stress between the tablets[14], its 
length plays an important role on the total stress transfer 
as well as on the elastic modulus. Here, Kotha’s  
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expression is revisited to include arbitrary overlap 
lengths and the contributions of the junctions. To make 
the mechanical properties of nacre independent on its 
microscale dimensions, nondimensional parameters 
were defined by normalizing the microstructural di-
mensions by the tablet length as  

,  ,  ,  .jt i o
t i j o

t t t t

tt t lt t t l
L L L L                  

(3) 

The resulting in-plane elastic modulus of nacre is 
found to be 
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where Ei is the elastic modulus of the interface; Et is the 
elastic modulus of the tablet; and Gi is the shear modulus 
of the interface. 

This expression shows how nacre microstructure 
controls its elastic modulus. For example, thinner inter-
face or longer overlap has the effect of increasing the 
in-plane elastic modulus.  

Out-of-plane elastic and shear moduli were for-
mulated using the Reuss composite model[15] and the 
in-plane shear modulus was formulated by assuming 
isotropic property in the plane of the tablets, i.e.  

In-plane
In-plane ,

2(1 )
E

G
                              

(7) 

where  is the corresponding Poisson’s ratio with a value 
of 0.2[16], a usual value for ceramic materials[17].  

 
2.1.2  Failure criterion 

The choice of an appropriate failure criterion is 
required in order to predict the failure of nacre under 
multiaxial stresses. Nacre displays several types of fail-
ure modes, which cannot be properly captured by the 
failure criteria typically used for engineering composite 

materials. For this reason, we formulated a new micro-
mechanics-based multiaxial failure criterion for nacre. 
Considering the RVE shown in Fig. 3, several types of 
failure are possible:  

i) In tension along the tablets, the interface in the 
overlap region may yield in shear, thereby leading to 
tablets sliding on one another. This type of failure has 
been observed experimentally[14]. 

ii) In tension along the tablets, the stresses in the 
tablet may reach the tensile strength of the mineral, 
which leads to a brittle failure. 

iii) When subjected to shear stresses, the interfaces 
can yield, leading to a shear failure. 

iv) In tension across the tablets, the interfaces easily 
fail and nacre cleaves in a brittle fashion.  

v) In compression, the material is much stronger[15]. 
When the state of stress in the seashell is examined, 
tensile and compressive stresses exist. Failure by tensile 
stress occurs first and for this reason, compressive fail-
ure was not considered. 

Experiments on nacre demonstrated that the 
prominent failure mode of nacre in tension along the 
tablets is the first failure mode (tablet sliding). However, 
when nacre is loaded in shear or tension across the tablet, 
the failure of the organic interface controls nacre failure 
(mode iii and iv). The material is assumed to have failed 
when any point of the RVE has failed. This reasoning 
was first employed for predicting the failure of com-
posite materials subject to macroscale stresses by de-
veloping a micromechanical model that captures all 
possible failure mechanisms at the microscale[18,19]. 
Although conservative, this approach showed to be ap-
propriate to predict the failure of the entire structure.  

The basic idea to derive the failure criterion is to 
model the yielded interface with a series of parallel 
springs that can be stretched along and across the tablets 
to the extent defined by the finite strength of the organic 
material. When nacre is loaded in tension, the stress 
parallel to the plane of the tablets, xx, is transferred from 
one tablet to another through the organic interface in the 
form of shear stresses. These shear stresses include the 
shear stress developed at the overlap ( tension) and the 
yield stress of the junction exerted on the tablets ( y

i ). 
The equilibrium equation can be written as  

tension( ) ( ) .y
xx t i o i tt t l t                     (8) 
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Rearranging Eq. (8) gives 

tension

( )
.

y
xx t i i t

o

t t t

l
                      (9) 

By superposition, the total shear stress at the in-
terface of the overlap region ( i) is given by adding the 
external shear stress ( xy) to the shear stress developed by 
the axial stress as 

                        tension .i xy                          (10) 

Furthermore, transverse stress ( i) can be developed at 
the interface as a result of direct transfer of the normal 
stress across the tablet layers ( yy) as 

.i yy                                (11) 

The resultant force generated by the transverse and 
shear stresses at the organic interface of the overlap can 
be obtained by multiplying it by the largest area of the 
tablet (ATablet) as 

2 2 2
Tablet Tablet( ) ( ) ,i i yA A F                    (12) 

where Fy is the load bearing capacity of the organic 
spring at failure. Dividing Eq. (12) by 2

TabletA  gives 
2

2 2 2
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Substituting Eqs. (9), (10) and (11) into Eq. (13) 
and normalizing the latter with respect to the tablet 
length, we obtain 

2
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xx t i i t y
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which provides a failure criterion for nacre. It is worth 
mentioning that regardless of the sign of the external 
shear stress, the two shear stress components, i.e., the 
external shear stress and the shear stress induced on the 
interface by the axial tensile stress, are in the same di-
rection in one of the two overlaps (Fig. 3). Since there is 
always a critical overlap susceptible to failure, the ab-
solute sign is used in Eq. (14) for the external shear 
stress.  

To predict nacre failure in the seashell finite ele-
ment model, the failure criterion derived in Eq. (14) for 
multi-axial states of stress was used. Compressive 
stresses in nacreous layer were considered for few 

typical cases to assess whether nacre fails in tension or 
compression; it was found that nacre likely fails in ten-
sion rather than in compression because its compressive 
strength is significantly higher than its tensile strength[20]. 
Therefore, the effect of compressive stresses was not 
considered further.  
 
2.2  Failure prediction for the entire shell  

The overall approach to predict the failure of the 
shell using the finite element model described in the 
preceding section was as follow. A load of 1 kN was 
applied at the apex of the shell through the spherical 
contact pressure distribution described by Eq. (1). The 
finite element model returned the corresponding stresses 
in the calcitic and nacreous layers. These stresses were 
then compared to the failure criteria for the calcitic 
(maximum tensile stress) and nacreous layers. Using the 
failure criteria for nacre and calcite, a “failure factor” (N) 
was calculated for both layers to detect the critical point 
of the shell, which is prone to fail first. For the calcitic 
layer, N is defined as  

Calcite

Calcite

1 2 3
1

Calcite
1 2 3

3

max{ , , }
:    assuming 0

max ,
min{ , , }

:     assuming 0

ut

uc

S
N

S

 

(15) 
where 1 , 2 and 3 are the principal stress components 
and 

CalciteutS and 
CalciteucS are the ultimate tensile and 

compressive stresses of calcite, respectively. In Eq. (15), 
the effects of the tensile and compressive stresses were 
considered to predict rupture in calcite. Similarly, N for 
the nacreous layer is defined as 

   Nacre-eq
Nacre

Nacre-transverse

Nacre Equivalent Stress

Transvere Strength of  Nacre
,N

S
(16) 

where Nacre-eq is the equivalent stress for nacre using  
Eq. (14)  

2

2
Nacre-eq

( )
.

y
xx t i i t

yy xy
o

t t t

l
(17) 

For a given load, the stresses and consequently the 
failure factor for all points of the structure are calculated. 
The point with the highest N is prone to failure prior to 
other points.  
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Nacre Calcitemax(  and ).FN N N              (18) 

NF depends on the amount of the load exerted on 
the shell. When NF is less than unity, the point for which 
NF is calculated is safe; on the other hand, NF=1 means 
that failure occurs within the structure.  The maximum 
load that the structure can support is the amount of load 
for which NF is equal to unity. Since the system is linear, 
the maximum load is calculated as 

Initial
max ,

F

P
P

N
                          (19) 

where Pmax is the maximum load that the shell can carry 
and Pinitial is the assumed load  of 1 kN used to solve the 
problem and compute NF. With this approach, the ulti-
mate load that the shell can carry is obtained and the 
location of the critical point is also identified. Based on 
this approach, failure can occur at different locations on 
the shell depending on the geometrical parameters of the 
shell, i.e., shell thickness, the average radius of curvature 
of the shell and the ratio of calcite to the shell thick-
ness[21]. The thickness of the shell and the amount of 
calcite in the structure were found to be the key pa-
rameters in locating the failure. As a result, the follow-
ings were identified to govern the failure modes of the 
shell: 

Failure due to contact stresses: In this case, fail-
ure from Hertzian contact stresses in the calcite layer is 
prominent.  The configuration near the contact point is 
similar to a sphere in contact with a half space. Ac-
cording to the contact stress field, the maximum princi-
ple stress occurs on the shell surface, right at the edge of 
the contact area. In practice, this stress generates 
Hertzian conical crack[6]. This type of failure was pre-
dicted for shells with a thick calcitic layer (Fig. 4a).  

Failure at the interface of two layers (nacreous 
side):  For a thick shell with a thin calcite layer, the 
model predicted failure at the calcite/nacre interface on 
the nacreous side.  This is the case where the cal-
cite/nacre interface was sufficiently close to the surface 
so that the nacreous layer could “sense” the contact 
stresses. Since nacre has lower strength than calcite, its 
microstructure is prone to failure although the stresses 
on the points of the two sides of the interface are the 
same (Fig. 4b).  

Failure due to flexural stresses: Flexural stresses 
are generated by the bending of the shell. Flexural fail-

ure was predicted at the bottom of the nacreous layer 
(inner surface of shell) (Fig. 4c), and was observed when 
the overall thickness of the shell was decreased.  

Which one(s) of these failure modes prevails is 
determined by the overall shell geometry and by the 
microstructure of nacre. In the next section, an optimi-
zation study of the seashell structure that captures the 
effect of these failure modes is presented. 
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Fig. 4  Contour plots of failure factor (N) to determine the failure 
point. (a) failure at the calcite layer due to contact stresses; (b) 
failure initiated at the interface of two layers in nacreous side; (c) 
failure at the inner surface of the shell due to flexural stress. 
 

3  Multiscale optimization 

Structural optimization is used in this section to 
investigate how the overall structure of the shell and the 
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microstructure of nacre are optimized to resist perfora-
tion. Based on the finite element model explained in the 
preceding section, the geometry of the shell at the 
macroscale is described by the parameters R, t,  and c. 
In addition, the radius of the contact area is another 
variable that expresses the load distribution. Since the 
load carrying capacity of the shell depends on the load 
contact area, both the thickness and the radius of cur-
vature were normalized with respect to the contact ra-
dius 

,  .
p p

R tR t
r r

                              
(20) 

Consequently, the results of the modeling and 
multiscale optimization can be scaled for any structure 
with similar geometry and loading conditions. In addi-
tion to the structural variables at the macroscale, three 
normalized microscale variables, i.e., , , and t i ot t l  con-
trol the mechanical behavior of nacre. It was assumed 
that the junction has the same thickness as the interface.  

The optimization problem was formulated as fol-
lows  

maximize    Load
2  = ( , , , , , ),c t i o

p

P f R t t t l
r

           

(21) 

subject to the constraints: 

10 800,  
1 40,  
0.05 0.95
0.02 2,  
0.001 0.5,

0.1 0.5.

c

t

i

o

R
t

t
t

l

 

The constraints restricted the parameters to feasible 
regions of the design space where the variables have 
practical and realistic values. 

 
3.1  Optimization with respect to all multiscale vari-

ables 
In the multiscale optimization problem, the pa-

rameters controlling the microstructure of nacre and the 
geometry of the shell are design variables, and the ob-
jective function to be maximized is the overall strength 
of the shell. The mechanical properties of the constitu-
ents are parameters kept constant. As a result, ( , , cR t ) 
and ( , ,t i ot t l ) are respectively the macroscale and mi-
croscale variables of the optimization problem. The shell 

opening angle was fixed at 140 , similar to that of an 
actual shell of red abalone.  

The Nelder-Mead (NM) simplex search method[22] 
was applied to optimize the shell with respect to all six 
multiscale parameters. Since the NM algorithm is prone 
to find only local optima, the NM optimization process 
was coupled to a probabilistic restart for the search of the 
global optimum. Thus, NM was started at 100 randomly 
picked initial simplexes within the design space to in-
crease the chance of converging to the global optimum. 
As expected, the algorithm converged to various points 
within the design space due to the presence of multiple 
local optima in the objective function. The best six re-
sults, which remarkably exhibit higher loads than the 
other results, were selected and shown in Table 1. As 
seen in Table 1, the results do not converge to a single 
point; however, all parameters fall into a small range 
compared to the boundaries assigned to each variable 
(Eq. (21)).  The optimum shell parameters lie in a narrow 
range of structural and material variables rather than 
converging to a single point, as it is found in nature 
where seashells of the same type exist in various ge-
ometries. By examining the results of the microscale 
variables, it is observed that the optimum tablet and 
interface dimensions reached the lower boundaries. The 
reason is that by making the tablet and interface thinner, 
the modulus and strength of nacre increase. In practice, 
these dimensions cannot be too small because it could 
lead to the tablet failure (which is determined by the high 
stress transfer within the tablets). This phenomenon is 
also observed in nature where the tablet aspect ratio can 
reach a limit where the tablets, rather than the organic 
interface, fracture[8]. The variation in the overlap size is 
also in agreement with existing information about co-
lumnar and sheet nacre[2,10]. 

 
Table 1  Results of multiscale optimization (six variables) 

Shell geometry  Microstructure 
 

R* t* c  tt
* ti

* lo
* 

Pmax/(rp)2

(GPa) 

Run #1 366 8.5 0.63  0.02 0.001 0.44 7.354 

Run #2 333 8.5 0.62  0.02 0.001 0.34 7.298 

Run #3 428 9.4 0.66  0.02 0.003 0.20 7.207 

Run #4 407 11.0 0.78  0.02 0.003 0.36 6.143 

Run #5 412 15.8 0.34  0.05 0.012 0.40 6.097 

Run #6 391 17.2 0.37  0.07 0.038 0.44 5.934 

 
In addition to monitoring the overall strength of the 

shell for various combinations of the macroscale and 
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microscale parameters, the failure mode was identified 
for each case. Interestingly, the optimum combinations 
in terms of strength coincide with the transition between 
two of the failure modes identified above: Hertzian 
contact failure in calcite layer and failure in nacreous 
layer initiated at the interface of two layers. The concept 
of coincidence of different failure modes in a structure 
was first explained by Weaver and Ashby[23], who 
showed that a column is optimally designed when all 
possible modes of failure occur concurrently within the 
structure. The same scenario was observed here. The 
seashell makes the most of its constituent materials 
when the modes of failures occur all simultaneously. As 
a result, the failure damage of the strongest seashell, 
capable of maximizing the load resistance, is distributed 
evenly in two layers rather than being concentrated in a 
specific location.  
 
3.2  Optimization with respect to t  and c 

In the preceding section, the results of the optimi-
zation study with respect to all multiscale parameters 
were reported. However, by performing a sensitivity 
analysis on all design variables it was found that among 
all six multiscale parameters, two macroscale parame-
ters, i.e., normalized shell thickness ( t ) and the calcite 
to shell thickness ratio ( c), have significant influence on 
the load resistance. To capture this influence, the opti-
mization problem is simplified to t - c design space at 
this point while all other variables are kept constant. A 
dimensionless radius of curvature, R , of 200 was as-
sumed to simulate a sharp load on the shell. Micro-
structural variables of nacre were also selected accord-
ing to data available for the nacre of red abalone shell, 
i.e., ,   and t i ot t l equal to 0.05, 0.0037 and 0.2, respec-
tively[2]. Similarly to the previous section, the NM sim-
plex search method was used and initiated at 100 initial 
simplexes to find the optimum shell structure. The re-
sults are shown in Fig. 5a, where the red solid circles 
represent the converged results of each initial guess. The 
blue solid triangles, on the other hand, represent transi-
tion between various failure modes. 

To visualize the effect that each parameter can have 
on the load carrying capacity of the shell and validate the 
optimization results, the maximum load for any possible 
combinations of the variables t  and c was achieved 
and illustrated in Fig. 5b. The results show that the 

highest load to failure is achieved for combinations of t  
and c lying at the crest of the curved ridge shown in Fig. 
5b. This ridge corresponds to the transition failure 
boundaries illustrated in Fig. 5a. The ridge in the design 
space map, therefore, matches the transition between 
failure modes in calcite layer and failure in nacreous 
layer. This map helps to gain insight into the values of 
t  and c for which the seashell structure maximizes its 
failure resistance, which occurs when two failure modes 
appear concurrently.  
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Fig. 5  (a) Optimization results for NM algorithm initiated from 
different points within the design space. Transition between three 
failure modes was also determined to understand the relation 
between failure modes and the converged results; (b) visual map 
of design space for t and c. 
 

4  Perforation experiments on actual seashells 

In order to validate the findings from modeling and 
optimization, actual perforation experiments were per-
formed on whole red abalone shells. Two intact shells of 
red abalone were purchased from a shell shop (Specimen 
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shells, Halifax, NS) and stored in water to maintain 
hydration. For the experiments, the shells were taken out 
of the water and installed on a custom made fixture (Fig. 
6) in a mechanical loading machine (MTS Systems 
Corporation, Eden Prairie, MN). The shells were punc-
tured at their apex using an indenter consisting of 1 mm 
diameter tungsten ball mounted on a short steel cylinder, 
and attached to the load cell of the loading machine. The 
inner surface of the shell underneath the indentation site 
was imaged through a hole in the base plate with two 
CCD cameras. Flexible links carrying lights at their tips 
were employed to illuminate the area inside the shell 
(Fig. 6). VIC3D digital image correlation system (Cor-
related Solutions, Columbia, SC) was then utilized to 
determine the three dimensional displacement field of 
the inner surface of the shell from the stereo imaging 
information from the two cameras. The surface inside 
the shell was covered with a very thin layer of white mat 
paint and black speckles were sprayed on the white 
background to generate a random pattern. During the 
experiments, the crosshead of the loading stage was 
moved down with a rate of 0.5 mm·s 1. VIC3D system 
was set up to save two photos per second of the desired 
surface.  

 

Indenter

Flexible light

Red abalone

VIC3D 
cameras

 
Fig. 6  Experimental setup for perforation test. 

 
Load versus crosshead displacement curves of the 

two experiments are shown together in Fig. 7a. From the 
experimental results, it was observed that the failure 
behavior of the two samples followed identical patterns. 
The load-displacement curve of the first experiment was 

chosen to explain the mechanism under which the sea-
shell failed under perforation (Fig. 7b). From the origin 
to point A, the indenter penetrated into the calcite mate-
rial. The reason for this is that calcite in the red abalone 
shell appeared to contain voids, thus their collapse under 
the indenter led to local crushing and perforation. At 
point A, the shoulder of the indenter, which comprised 
the tungsten carbide ball, touched the surface of the 
calcite layer besides the ball and contributed to the load 
transfer. After this point, the load had to be increased to 
penetrate into the calcite material. However, with the 
same amount of load the shell started to bend and the 
flexural stresses at the inner surface of the shell rose 
until point F, where a tiny crack was detected in nacre. 
The load drop at point B was associated with a small 
piece of the rim of the shell breaking. The flexural crack 
at point D is shown in Fig. 8a.  
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Fig. 7  Load-crosshead displacement curve for (a) two experi-
ments; (b) experiment 1 only, showing different stages: at point A, 
indenter touched the surface of the shell; a piece of the rim of the 
shell broke at point B; the image of inner surface of the shell at 
point M was used in digital image correlation to calculate the 
principal strain; failure of the shell occurred at point F. 
 

The test was continued after point D while acquir-
ing photos from the inner surface of the shell to monitor 
the failure behavior. The flexural crack at the inner sur-
face of the shell opened until the point where the 
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indenter pierced more deeply into the calcite material. At 
this instant, the influence of Hertzian contact stresses 
reached the interface of two layers and the nacreous 
material felt the high Hetzian contact stresses; therefore, 
the conical crack propagated into the nacreous layer and 
moved toward the inner surface of the shell where it 
finally merged with the flexural crack and then, formed a 
circular crack on the surface (Fig. 8b). As a result, a 
conical plug detached from the shell (Fig. 8c).  The shell 
was recovered after the experiment and it was cut in half 
through the center of the conical hole using a diamond 
saw. The two sections of the shell passing through the 
hole are shown in Fig. 8d. Several crack paths were 
observed in the nacreous layer. The main crack deter-
mined the conical hole with a large angle with respect to 
the axis perpendicular to the inner surface. As seen in 
Fig. 8d, some parts of material were pulled out of the 
nacreous layer and a crack was visible around those 
regions. In addition, at the interface of two layers, a 
delamination crack was detected. 

 

 
Fig. 8  (a) Flexural crack initiated on the inner surface of the shell; 
(b) circular crack generated after the flexural and conical crack 
merged together; (c) conical hole formed inside the shell at the 
end of the experiment; (d) two cross sections of the shell after 
being cut with diamond saw through the punctured hole. Arrows 
show the crack propagation path. 
 

The experimental observations suggest that the 
crack in nacre preferably propagated through the organic 
interface between the tablets. Crack branching is also 
observed, which is an identified way to increase the 

overall strength[3]. In crack branching, the crack is dis-
tributed into two or more branches, which decelerates 
the failure by spreading the crack along different direc-
tions and reducing the stress intensity at the tip of the 
crack. Interestingly, in both experiments the three modes 
of failure were observed, which suggest that they occur 
simultaneously or almost simultaneously. This observa-
tion is consistent with the finding of the multiscale op-
timization study.  

Using three-dimensional digital image correlation, 
the first principal strain was computed for the area on the 
inner surface of the shell and underneath the location of 
the indenter. Fig. 9 depicts the principal strain for point 
M of Fig. 7b before the point where flexural crack was 
detected. A high strain region is observed around the line 
where the flexural crack will be initiated afterward. The 
maximum tensile strains reached 1.2%, which is con-
sistent with the maximum strain nacre can withstand in 
tension[16]. 
 

 

Fig. 9  First principal strain on the nacreous surface underneath 
the indenter, just before the initiation of flexural cracks. 

 
To calculate the load from the numerical modeling, 

the radius of contact area should be estimated from the 
experiments. Tungsten carbide ball had a radius of  
0.5 mm but as it was observed during the experiments, 
the shoulder of the tip of the indenter, whose radius was 
0.75 mm, also contributed to the load transfer. Therefore, 
the contact radius in the modeling was assumed to be 
0.75 mm to represent the contact after the indenter 
touched the surface of the shell. Although the contact 
surface was not in a spherical profile when the indenter 
touched the surface of the shell, the whole contact was 
assumed to occur through a sphere.  
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Table 2  Comparison of maximum load of modeling and ex-
periments 

Load (N) 
 R (cm) t (mm) c Modeling Experiment

Experiment # 1 12 8 0.45 1729 1863 
Experiment # 2 11 4 0.40 1097 1457 

 
Table 2 compares the experimental results with the 

load at perforation predicted using the finite element 
model with parameters selected from red abalone. Con-
sidering the following simplifying assumptions made in 
the modeling, the results are in good agreement. In par-
ticular:  

(1) The thickness of the seashell actually varies as a 
function of position on the shell. The thinnest part of the 
shell is usually observed at the rim of the shell while the 
thickest part appears in the middle. In the FEM model, a 
uniform shell thickness was considered through the 
whole structure.  

(2) The actual seashell structure is asymmetric, 
whereas in this work, a spherical cap represented the 
shell. 

(3) Porosity of calcite material influences the be-
havior of the shell. Nonetheless, a solid model of calcite 
free of defects was assumed. 

5  Concluding remarks  

Multiscale modeling and structural optimization 
have been used in this work to demonstrate that nacreous 
shells are optimized to resist perforation. The geometry 
of the shell at the macroscale and the micromechanics of 
the nacreous layer have been modeled, and three dif-
ferent failure modes were identified depending on the 
morphology of the shell. Parametric and optimization 
studies within the design space revealed that whenever 
two failure modes in different layers coincide, the shell 
shows optimum resistance to perforation by a sharp 
indenter. In this optimum configuration, the shell struc-
ture exploits the capabilities of the different layers of the 
shell at their full extent. Multiscale optimization of the 
seashell revealed a convergence of all parameters to a 
narrow range within the design space rather than con-
verging to a single point. From the experiments per-
formed on the two shells of red abalone, we concluded 
that the actual seashell has a microstructure design that 
fully exploits its material properties. The crack propa-
gated through the thickness of the shell in three different 
failure modes. In addition, composed of typical ceramic 

material, the seashell could support up to 1900 N when 
loaded via a sharp indenter, which is surprisingly high 
compared to its size and structure.  

From the multiscale optimization of the seashell 
structure and the experiments performed on actual shells 
of red abalone, some design guidelines for the synthesis 
of two-layer shells for protection purposes can be pro-
posed and summarized as: 

(1) The combination of a hard outer layer with a 
tough and ductile inner layer can lead to an ideal 
two-layer shell structure for protection purposes, such as 
a helmet. 

(2) At the optimum solutions, we found that several 
failure modes occur simultaneously. In this case, the 
shell employs strategically its materials to postpone the 
catastrophic failure. Consequently, the thicker shells are 
not necessary stronger; rather, the shell can resist the 
highest load when a suitable combination of multiscale 
parameters is selected. 

(3) At the microstructural level, a decrease in the 
thickness of tablet and interface of nacre with respect  
to the tablet length makes the material stiffer  
and stronger; however, consideration of a lower bound 
for those dimensions is necessary to avoid the tablet 
rupture. 

(4) If the shell is supposed to be optimized against 
perforation with respect to both the geometry and the 
material, no unique solution exists, but the optimum 
solutions fall into a small region of the design space. In 
all case, however, local optima lie at points where mul-
tiple failure modes occur simultaneously. 
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